
The 5165i-ws is a secondary impact crushing plant perfectly suited to be paired up with a primary jaw crusher. The screen 
plant and impactor are perfectly paired to size the material for your required specification. The impactor is heavy-duty 
enough to handle recycle material and will withstand the tramp metal that might be present from the primary crusher. 
The top cross conveyor is extended to ensure you can take both products out on the same side of the plant.

• Andreas type impact crusher   
 design

• Highly cubical product

• High ratio of reduction

• Hammers have four crushing 
 positions to maintain a more   
 consistent gradation and greater  
 top size control

• No weld build-up required

• One gravity and one spring-loaded  
 curtain with optional third grinding  
 curtain

• Inspection door (single) on side of  
 the machine.

THE 5165I-WS PERFECTLY 
PAIRS TO YOUR PRIMARY

I M P A C T  C R U S H E R

5165SI-W
S



3271 East Van Norman Avenue  

Cudahy, WI 53110

Lippmann-Milwaukee.com

800-648-0486

5165I-SW TECHNICAL SPECIFICATIONS

© 2023 Lippmann   |   Printed in the USA (03.23)   |   5165i-ws US

AUTHORIZED DISTRIBUTOR

SPECIFICATIONS

Impactor 5165LS

RPM (425-577) 485

Pan Feed Size 48” x 72’

     Operating Speed 1150 rpm

Underscreen Conveyor 60” x 30’

     Operating Speed 292 fpm

Folding Top Cross Conveyor 24” x 16’-6”

     Operating Speed 300 fpm

Bottom Cross Conveyor 24” x 10’-1”

     Operating Speed 300 fpm

Screen Size 6’ x 20”

     Operating Speed 745 rpm

Decks 3

TRANSPORTATION (LBS.)

Tires 1R22.5

Quad with screen 84,500

Quad without screen 65,500

King Pin with screen 46,250

King Pin without screen 44,000

Total with screen 130,750

Total without screen 109,500

HORSEPOWER

Impactor 300

Screen 40

Pan Feeder x2 2.5

Top Cross Conveyor 5.5

Bottom Cross Conveyor 5.5

Underscreen Conveyor 15

A D D I T I O N A L  O P T I O N S

•  Hydraulic leveling jacks - (4) 70,000 lb.

• Six (6) run-on jack legs

• NEMA 12-motor control center


